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FBB Cupstock Hi-Bulk (White Shade)

Technical Data Sheet

Product Description Structure

A specialized type of paperboard designed
for the production of disposable beverage * Starch
cups, such as coffee cups, and other single- Top layer (Bleached Chemical Pulp)

use food and drink containers. It is w-'-'- Middle layer (BCTMP)

engineered to meet specific requirements Back layer (Bleached Chemical Pulp)

. . . . Starch
for food safety, insulation, and printability. are
Features End-use
OBA-free, safe for direct contact with Foodservice hot and cold paper cups, bowls, ice-cream cups, containers
beverages and food products. and trays

Rev.03
Issued on: Jan 10, 2025

Property Tolerance Value

Grammage +3% 1SO536
1b/3000ft

Grammage 0 92 98 104 | 111 | 117 | 129 | 135 | 141 | 154 | 160 | 166 | 172 | 184 | 190 | 197 | 209 | Isos36
Thickness um +4% 225 | 240 | 255 | 270 | 285 | 315 | 330 | 345 | 375 | 390 | 405 | 420 | 450 | 465 | 480 | 510 | Is0s53a
Thickness pt 8.8 94 | 100 | 106 | 112 | 123 | 129 | 135 | 147 | 153 | 159 | 165 | 17.6 | 182 | 188 | 200 | Is0534
Moisture % £10 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.0 7.5 7.5 7.5 7.5 150287
Stiffness
Taber 15° mN.m 15% 2.7 3.1 3.6 43 5.1 6.2 7.5 8.5 99 | 117 | 134 | 154 | 174 | 192 | 216 | 251 | Is02493
MD
Stiffness
Taber 15° gm.cm 275 | 316 | 367 | 439 | 520 | 632 | 765 | 867 | 101.0 | 1193 | 136.7 | 157.1 | 177.5 | 1958 | 220.3 | 256.0 | 1502493
MD
Stiffness

X mN.m -15% 13 15 17 21 25 3.1 36 41 47 5.5 6.3 73 8.4 93 | 104 | 121 | 1502493
Taber 15° CD
Stiffness

i gm.cm 133 | 153 | 173 | 214 | 255 | 316 | 367 | 41.8 | 479 | 561 | 643 | 745 | 857 | 949 | 106.1 | 123.4 | 1502493
Taber 15° CD
(T:(;’S )C°bb g/m? < 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 150535
(Tg(;’s)cobb b/1000ft 6.4 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 150535
(Bsocsk) Cobb g/m? < 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 30 150535
(Bgocsk) Cobb b/1000ft 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 6.1 150535
Top % 2 81 81 81 81 81 81 81 81 81 81 81 81 81 81 81 81 | 1s02470
Brightness
Edge Wicking Internal
(water: 95°C 1 ke/m? < 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 il
Hr) Standard
Scott Bond s Min130 | 150 | 150 | 150 | 150 | 150 | 150 | 150 | 150 | 150 | 150 | 150 | 150 | 150 | 150 | 150 | 150 TT’;’;’;'
Scott Bond ftbf/in? 009 | 009 | 009 | 009 | 009 | 009 | 009 | 009 | 009 | 009 | 009 | 009 | 009 | 009 | 009 | 0.09 e

Remarks

1. All properties are tested according to ISO and TAPPI Standard.
2. Tolerances, when specified, are based on 95% confidence limits on mill measurements of samples tested in standard conditions. According to ISO 187,
(23°C/50% RH).
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