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Food Packaging Board (GC2/OBA FREE)

Technical Data Sheet 

Coating

Top layer (Bleached Chemical Pulp)

Middle layer (BCTMP)

Back layer (Bleached Chemical Pulp)

Starch 

Property Unit Tolerance Value Standard

Grammage g/m² ±3% 250 270 295 325 ISO536

Thickness μm ±4% 420 470 510 560 ISO534

Moisture % ±1.0 7.5 7.5 7.5 7.5 ISO287

Stiffness Taber 15° MD mN.m -15% 16.5 22.5 27.6 34.2 ISO2493

Stiffness Taber 15° CD mN.m -15% 7.5 10.4 13.3 16.2 ISO2493

Top Cobb (180s) g/m² ≤ 60 60 60 60 ISO535

Back Cobb (180s) g/m² ≤ 60 60 60 60 ISO535

Top Brightness % ±2 82 82 82 82 ISO2470

Gloss75° % ±10 55 55 55 55 ISO8254

Surface Roughness   PPS10 μm Max1.5 1.0 1.0 1.0 1.0 ISO8791

Surface Strength m/s ≥ 1.2 1.2 1.2 1.2 ISO3783

Scott Bond J/m² Min120 180 180 180 180 TAPPI T569

All properties are tested according to ISO and TAPPI Standard 

Laboratory test climate 23°C/50% RH (According to ISO 187).

All specifications mentioned above may be subject to technical changes
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